
















isolated chassis mount (continued)

dc-dc converters

non-isolated

mounting style features
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series output current
(A)

input range 
(Vdc)

output voltage 
(Vdc)

efficiency size
(in.) (l x w x h) 

V78XX-500 0.5 4.5–32.0 3.3, 5, 6.5, 9, 12, 15, -3.3, -5, 
-6.5, -9, -12, -15

96% 0.45x0.30x0.40 yes •

V78XX-500-SMT 0.5 4.5–28.0 3.3, 5, 12, 15, -3.3, -5, -12, -15 96% 0.60x0.33x0.29 yes •

V78XX-1000 1 4.5–32.0 3.3, 5, 6.5, 9, 12, -3.3, -5, -6.5, 
-9, -12

96% 0.45x0.35x0.69 yes •

VPOL5A-5-SIP 5 3.0–5.5 0.75–3.63 (trimmable) 94% 0.90x0.40x0.22 yes • • •

VPOL5A-5-SMT 5 3.0–5.5 0.75–3.63 (trimmable) 94% 0.80x0.45x0.24 yes • • •

VPOL5A-12-SIP 5 8.3–14.0 0.75–5.0 (trimmable) 92% 0.90x0.40x0.22 yes • • •

VPOL5A-12-SMT 5 8.3–14.0 0.75–5.0 (trimmable) 92% 0.80x0.45x0.24 yes • • •

VPOL10A-12W-SIP 10 6.0–14.0 0.75–5.0 (trimmable) 90% 2.00x0.51x0.33 yes • • • • • •

VPOL10A-12W-SMT 10 6.0–14.0 0.75–5.0 (trimmable) 90% 1.30x0.53x0.35 yes • • • • • •

VPOL15A-5-SIP 15 3.0–5.5 1.0–3.3 (trimmable) 94% 2.00x0.50x0.34 yes • • • •

VPOL15A-5-SMT 15 3.0–5.5 1.0–3.3 (trimmable) 94% 1.30x0.53x0.36 yes • • • •

VPOL16A-12-SIP 16 9.0–14.0 0.75–5.0 (trimmable) 94% 2.00x0.51x0.33 yes • • • •

VPOL16A-12-SMT 16 9.0–14.0 0.75–5.0 (trimmable) 94% 1.30x0.53x0.37 yes • • • •

VPOL16A-12W-SIP 16 6.0–14.0 0.75–5.0 (trimmable) 94% 2.00x0.51x0.33 yes • • • • • •

VPOL16A-12W-SMT 16 6.0–14.0 0.75–5.0 (trimmable) 94% 1.30x0.53x0.37 yes • • • • • •

VPOL20A-12W-SIP 20 6.0–14.0 0.75–5.0 (trimmable) 94% 2.40x0.51x0.33 yes • • • • • •

VPOL20A-12W-SMT 20 6.0–14.0 0.75–5.0 (trimmable) 94% 1.70x0.53x0.37 yes • • • • • •
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series power 
(W)

input range
(Vdc)

output voltage 
(Vdc)

efficiency size
(in.) (l x w x h) 

isolation 
(Vdc)

VSD-25 25 9.2–18, 19–36, 36–72 5, 12, 24 81% 3.90x3.82x1.38 1.5 K yes • • •

VSCQ30-T 30 9–36, 18–72 3.3, 5, 12, 15 91% 2.25x3.00x0.60 1.5 K yes • • • •

VCD30-T 30 9–18, 18–36, 36–72 3.3,  5, 12,  15,  5/-5,  12/-12, 15/-15 85% 2.25x3.00x0.60 500 yes • • • • •

VHK50W 50 9–36, 18–75 3.3, 5, 12, 15, 24, 48 84% 4.33x3.98x1.50 1.5 K yes • • • • • •

VSD-50 50 9.2–18, 19–36, 36–72 5, 12, 24 83% 6.26x3.82x1.50 1.5 K yes • • •

VHK75W 75 9–36, 18–75 3.3, 5, 12, 15, 24 85% 4.33x3.98x1.50 1.5 K yes • • • • • •

VHK100W 100 9–36, 18–75 3.3, 5, 12, 15, 24, 48 85% 4.33x3.98x1.50 1.5 K yes • • • • • •

VSD-100 100 19–36, 36–72, 72–144 5, 12, 24 83% 7.83x3.86x1.50 1.5 K yes • • •

VHK150W 150 9–36, 18–72 3.3, 5, 12, 15, 24 90% 4.33x3.98x1.50 1.5 K yes • • • • • •

VSD-150 150 19–36, 36–72, 72–144 12, 24 82% 7.83x4.33x1.97 1.5 K yes • • •

VHK200W 200 10–36, 18–75 12, 15, 24, 48 89% 4.33x3.98x1.50 1.5 K yes • • • • • •

VSD-200 200 19–36, 36–72, 72–144 5, 12, 24, 48 90% 8.46x4.53x1.97 1.5 K yes • • •

VSD-350 350 19–36, 36–72, 72–144 5, 12, 24, 48 89% 8.46x4.53x1.97 1.5 K yes • • •

VSD-500 500 19–72, 72–144 12, 24, 48 90% 8.46x4.53x1.97 2 K yes • • • •

VSD-1000 720–1000 19–72, 72–144 12, 24, 48 91% 11.60x5.00x1.61 2 K yes • • • • • •

  V78 dc switching regulator series 
•pin-compatible with L78XX linear regulators

•able to provide positive or negative output

•96% efficiency 

•no heatsink needed

•wide input range

•short circuit protection

•thermal shutdown

isolated chassis mount (continued)

dc-dc converters

non-isolated

19



5W

10W

800W

900W

1000W

2000W

2400W

60W

75W

100W

200W

400W

500W

600W

700W

45W

25W

300W

0.25W

1W

800W

900W

1000W

2000W

2400W

60W

75W

100W

200W

400W

500W

600W

700W

45W

5W

300W POWER quick guide

www.v-infinity.com
20050 SW 112th Ave. Tualatin, OR 97062

toll free 800.275.4899   fax 503.612.2383

http://www.v-infinity.com/contact.asp



